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Color matching may be available for larger quantity orders.

Printed colors may vary from actual steel curtain material. To guarantee  
exact color match, contact your sales representative for painted color chip.

Color Chart
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FIGURE 1: DOOR ASSEMBLY & GENERAL PARTS

RC-X DOOR ASSEMBLY &  GENERAL PARTS

BeckryTech® is a complete coating system, consisting of 

primers and topcoats which together give a paint film with 

optimal characteristics. It is an exceptionally good choice for 

increased lifespan. It doesn’t chalk and performs well when it 

comes to color, gloss and erosion and provides excellent UV 

resistance of polyester based coatings. BeckryTech® offers 

40 years for film integrity and a period of 30 years after 

shipment for both chalking and color change.

375 Exeter Rd.  
London, ON. N6E 2Z3
226-242-4183
www.RollCor.com   

RCX DOOR 
assembly & general parts

Each coating system offers particular strengths. These may be 
illustrated in the form of hexagonal diagrams, the ideal being the one 
with the most regular form. In this analysis, Beckry®Tech excels with 
superb all-round performance.
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Beckry®Tech meets the requirements of AAMA 2604-10 and 2605-11 (colour dependent) and RUV 4 
according to EN ISO 10169-2

AAMA 2604 -10 5 Years 45° south facing Florida exposure
Colour Change:  Maximum of 5 dE Units (Hunter), ASTM D 2244
Chalking:  < No. 8 colours, < No. 6 whites, ASTM D 4214
Gloss Retention:  > 50%, ASTM D 523
Film Erosion:  Loss to be < 10% of initial film thickness, ASTM B 244 

AAMA 2605 -11 10 Years 45° south facing Florida exposure
Colour Change:  Maximum of 5 dE Units (Hunter), ASTM D 2244-11
Chalking:  < No. 8 colours, < No. 6 whites, ASTM D 4214
Gloss Retention:  > 50%, ASTM D 523
Film Erosion:  Loss to be < 10% of initial film thickness, ASTM B 244

EN 10169 RUV 4
 2 Years 45° south facing Florida exposure
Colour change:  Maximum dE 3 Units (CIE Lab) EN 13523-19
Gloss retention:  > 80% EN 13523-2

and

 UVA 2000 hrs
 EN 13523-10
Colour change: Maximum dE 2 Units (CIE Lab) EN 13523-19
Gloss retention: > 80% EN 13523-2


